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m Steam Enhanced Extraction (SEE) Operations
Progress

® Near-term SEE Operational Plan
m Review of Transition Criteria
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Target Treatment Zone {TTZ)} Soil Volume 410,000 cubicyards {cy)

Upper Depth of Treatment 145 feet {ft) below ground surface {bgs}

Last Process Data Update 12/07/15

Estimated Total Days of Operation 422 days

Total Energy Used 4,358,033 kWh

Total Steam Injected 268.2 million pounds {Ibs}

Total Vapor and Liquid Mass Removal {based on
PID readings) 2,133,730

lbs

Average Wellfield Vapor Extraction Rate Last 400 standard cubic feet per minute {scfm)

Total Recovered Light Non-Aqueous Phase Liquid

Total Treated Water Discharge 88,077,000 gallons
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SEE System Operations 17 November — 7 December

This past period included a temporary shutdown of the liquid
extraction system from 24 November to 1 December 015

Steam injection was reduced or entirely shut off from 24 November to
3 December 2015 - the temporary shutdown was caused by liquid

transfer issues related to a City of Mesa owned wastewater transfer
station

Average liquid extraction rate of 83 gpm
Typically five to six eductor skids were online at a time

Average steam injection rates of 10,700 Ibs per hour in the LSZ, 7,300
Ibs per hour in the UWBZ, and 4,800 Ibs per hour in the CZ

Thirty-two steam wells online — injection rates at wells have varied due
to pressure cycling conducted in the CZ, LSZ and UWBZ

SEE discharge continues to meet compliance standards
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PID Readings [ppmv]
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Vapors continue to be rich in organics
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Eductor Flow by Zone Eductor Cumulative by Zone
| g {77 | B0IA] gl SF fgom] e e L WBY [
L weeien C7 Total [gations} e § ST Toptal {gations] e UWEBZ Total [gations]
180
60,000,000
160
148 50,000,000
= m
§_ 120 3
Bt ® 40,000,000
g ‘ 3
] 100 =
& ‘ 8
- ] : =
% 80 g . '*g 30,000,600
= &
60 b 20,000,000
B
40 =
10,000,000
20 Tl
8/23 177 4/17 7126 13 2/11 3/28 147 4717 7426 11/3 2711

Eductor extraction rates per zone are based on individual eductor feed and
return meters
Extraction: injection ratio for the period 17 November to 7 December based
on average flows

= CZ: 17 November— 7 December 2015 period: 2.2:1

= UWBZ: 17 November— 7 December 2015 period: 1.4:1

= LSZ: 17 November— 7 December period: 2.0:1
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Steam Injection and Water Extraction Balance

wepene | 57 wiater extraction rate {based on eductor flow meters) [gpm]

4]

57 steam injection rate [gpm]
IWBZ water extraction rate {hased or eductor flow meters) [gpmi

WBZ steam injertion rate [gpm}

e CF Wates extraction rate {based on eductor flow meters) [gpm]
w000 {7 stegm injection rate [gpmd
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CcZ UwBZ LSZ
[gallons] |[gallons] [gallons]
Water extracted to date |10,793,000 22,753,000 51,906,000
Water injected to date 2,580,000 7,882,000| 21,743,000
Net extraction 8,203,000 14,871,000 30,163,000

Note: water extracted to date per zone is based on individual eductor meters
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Date

Water level increases are temporary
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Monitoring Well 11/13/2015 11/14/2015 1172772015 12/4/2015

C2/UWBZ Wells | Before bailing after Bailing Before bailing After Bailing Before bailing After Bailing Before bailing After Bailing
STO12-C01 .00 800 .00 0.00 .00 .00 .00 0.00
STO12-002 .00 800 .00 0.00 .00 .00 .00 0.00
UWBZ Wells

STO12-U07 .00 800 .00 0.00 .00 .00 .00 0.00
5TOR2-Ui1 0.00 8.00 .00 300 0.00 0.00 £.00 3.0
STOR2-U12 0.00 8.00 .00 300 0.00 0.00 £.00 3.0
S5TO12-U37 0.00 8.00 .00 300 0.00 0.00 £.00 3.0
5T012-U38 0.00 8.00 .00 300 0.00 0.00 £.00 3.0
5T012-RB-34 0.00 8.00 .00 300 0.00 0.00 £.00 3.0
157 Wells

STOR2-W11 21.63 14.49 23.33 20,15 277 277 4.50 4,50
STOR2-W12 0.00 2.00 £.00 0.00 0.00 0.00 £.00 0.00
STOR2-W24 0.00 2.00 £.00 0.00 0.00 0.00 £.00 0.00
STOI2-W3D .00 800 .03 0.03 .03 .03 .02 0.02
STOI2-W34 .00 800 .00 0.00 .00 .00 .00 0.00
STOI2-W3B .00 800 .00 0.00 .00 .00 .00 0.00
STOI2-W3Y 82.386 17.94 3.15 0.22 1359 13,59 18,90 13.80
STOI2-W3E .00 800 .00 0.00 .00 .00 .00 0.00

]
i
§
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m Criteria established to evaluate when the effectiveness of contaminant
mass removal by SEE has diminished:
Primary SEE to EBR Transition Criteria
m Achieve target subsurface temperatures
@ Diminishing mass removal rates

Secondary SEE to EBR Transition Criteria

m Completion of Pressure Cycling: Repeat until no additional significant
increases in effluent vapor concentrations observed when steam
pressure is reduced

# Benzene Concentrations: Target benzene concentration of 100 to 500
Hg/L range within the TTZ (interior of the TTZ)

m Steam Injection: Used as a guideline to measure progress vs. design
m Criteria are based on principal of multiple lines of evidence. The criteria
will be considered in total with the weight of evidence from these

multiple lines being used for decisions. Individual compliance with
each criteria is not absolute.
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Femperature [C]
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CZ Target Treatment Temperature: ~100°C
UWBZ Target Treatment Temperature: ~114°C
LSZ Target Treatment Temperature:

~134°C
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Average
temperatures
continue to increase
in CZ and UWBZ

LSZ temperature
sensors 240 ft bgs
and lower generally
do not show steam
temperatures

Recent cooling from
temporary shutdown
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Temperature Monitoring Point Maximum Depth-Averaged

Temperature® {°C) During SEE Operations by Zone

Lsz
Tefnp(?ratur(? cz UwBz (1374 Lsz {depths above
Monitoring Point
235 ft bgs)

TMPQ1 N/A N/A N/A
TMPO3 137.5 114.2 120.7
TMPO4 103.8 118.8 127.1

TMPQ5 N/A N/A N/A
TMPG6 137.4 135.0 135.9
T™MPQ7 134.6 137.2 140.2
TMPO8 136.6 131.3 1354
TMPOS 132.5 134.1 139.3
T™P11 107.7 119.1 131.7
T™MP12 121.8 121.4 131.3
T™MP13 130.6 137.3 138.5
TMP14 133.6 124.3 136.3
TMP15 128.7 126.5 135.6
TMP16 126.7 120.4 131.0
T™P17 135.2 136.9 136.9

Maximum depth-

103.1 116.0 128.2 127.4 133.8

averaged by zone’

If N/A, Temperature Monitoring Point has no sensors in that zone

“Temperature ot the thermocouples across each depth zone are averaged for each TMP and

each available time interval and then the maximum value of those averages throughout

operations is listed in the table.

2 Average of maximum depth-averages listed above for all TMPs in each zone
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Target treatment
temperatures
achieved in all
zones (LSZ <235
ft bgs average is
133.8°C)

CZ Target Treatment
Temperature: ~100°C
UWRBZ Target Treatment
Temperature: ~114°C
LSZ Target Treatment
Temperature: ~134°C
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| ||y s |y |t
Well MPE well MPE Well MPE
Location Tenf::?z:ure Tzzs:::: Location Tenf:::::ure TZZE:IZ:J;e Location Tenf:::::ure TZZS:;:J:
€707 | Perimeter No No UWBZO01 | Interior Yes \\\\\&k\\ LS701 Interior Yes b
€708 | Perimeter No No UWBZ02 | Interior Yes L 15702 Interior Yes L
€209 | Perimeter No " UWBZ04 | Interior Yes | | 17504 Interior Yes  bmaa
€710 Perimeter No \\\\\\\\\\\\\\\\ UWBZ05 | Interior Yes \\\\\ L 1s705 Interior Yes b e
€711 Interior Yes L e ywBz06 | Interior Yes \\\\\\\k\\\ 15706 Interior Yes L
cz12 | Perimeter No | % TUWBZI0| Perimeter No | % [l (5708 Perimeter - 49
€713 Perimeter No B Wi 0 UwBZ17 | Perimeter No Lwmil (s7n1 Perimeter No e
Cz14 | Perimeter No \\\\\\\\\\\\\\\ UWBZ18 | Interior Yes [mee o (5712 | Perimeter No | No |
cz15 Interior Yes Foowm | UwWBZI9|  Perimeter No | w5713 Interior Yes R
cz16 | Perimeter No \\\\\ UWBZ20 D::!H;h::;r' No No 1sz14 | Perimeter No No
cz17 | Perimeter No L w221 [ Outside UWBZ No No Lsz15 Interior Yes R
718 Perimeter No No UWBZ22 | Perimeter No LSZ16 Interior Yes [ wae
€719 | Perimeter No No UWBZ23 | Outside UWBZ No \\\\\ &\\\\\“ Ls717 Perimeter No L s
€220 | Outsidecz No No UWBZ24 D:jlrfnh:::r“ No No 15228 | Perimeter No W
UWBZ26 | Outside UWBZ No No LSZ29 Perimeter No
UWBZ27 | Outside UWBZ No b 8 (5730 Interior Yes \\\\\\\\\\\\\
15733 | Perimeter No \\\\\\\N\\\\
1s734 Interior Yes Lm0
= Steam breakthrough has been 15735 | Perimeter No \\\\i\\\\\
achieved at all interior MPE wells A
15738 Perimeter No | e
15739 Perimeter No | No |
L5740 Interior =
15742 Perimeter -
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...... Operational data reviewed to determine initiation of pressure cycling:

Multi-phase Extraction (MPE) Well Vapor Extraction Temperature
Temperature Monitoring Point Data
Calculated MPE Well Formation Temperature

Pressure cycling initiated to enhance benzene removal and to limit potential
NAPL migration outside the TTZ

Pressure cycling status reviewed on 27 May 2015 BCT call prior to initiation
and again on 24 June 2015 BCT call after it was initiated in the northern
portion of the UWBZ

Pressure cycling status reviewed monthly on BCT calls
Pressure cycling currently synchronized in all zones

# Pressure Cycling Status by Zone:

#Cycles
Completed

Pressurization or Depressurization Initiation Dates

ressurization

pressurization
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Mass Removal [Ibs]

Project Progress, Mass Removal (Total}

mal Acceferator tndet Mass Load {based on PID} Cumulative fihs]

scciponn T,
weieen  NAPE Mass Camulative fibs]

mal Acceferator infet Mass Load {based un Lab} Cumasiative [ibs}

=g Totad Mass Cumudative (based on PID and LMAPL) [lbs)
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Project Progress, Mass Removal Rate
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LNAPL Mass Removed [lbs/day]

Total Contaminant Mass Removal

: 2,133,730 Ibs recovered

An estimated 1,166,950 Ibs (177,618 gallons) as non-aqueous phase liquid (NAPL)
An estimated 966,781 Ibs of mass (PID) removed in the vapor phase
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Mass Removal [lbs/day]
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Mass removal target of ~10% of peak is appropriate for ST012 because of the
follow-on EBR and natural attenuation planned

Mass removal peaked on 14 May 2015 at 22,506 Ibs/day
Mass recovery is ~20% of the peak as of 7 December 2015
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Distributed Daily Mass Removal Rate (LNAPL)

- UNAPL Mass Daily {Distributed) Hos/dayl

Percent of Peak Distributed Daily Mass
Removal Rate (LNAPL)
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Date Date

= Daily LNAPL mass removal peaked on 5 May 2015 at 12,760 Ibs/day
= LNAPL recovery has dropped to ~10% of the peak as of 7 December 2015
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Daily Mass Removal Rate {Vapor}
Percent of Peak Daily Mass Removal Rate (Vapor)
- Thermat Accelerator infet Mass Load Daily {based on PID] [tbs/dayl
g Parcent of peak [%]
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= Daily vapor mass removal peaked on 14 May 2015 at 12,009 Ibs/day

= Vapor mass removal rates are <30% of the peak as of 7 December 2015

= PID correction factor for 10 November 2015 increased vapor mass removal rates by
a factor of 2.4
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Mass Removal [Ibs/day]

Total Mass Removal Rate vs. Pressure Cycling

Peak mass

e Teotal Mass Removal {based on PID and LNAPL)

CZ Pressuvization
CZ Depressurization UWBYZ Pressurization
HWRZ Depressurization 157 Pressurization
£57 Depressyrization = e ST Denressutization
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25,000
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PID Reading Ip

Wellfield influent PID Readings vs. Pressure Cycling
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Vapor phase
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Vapor Concentration [ug/m3]

Vapor Influent Benzene vs. Pressure Cycling

g 3007 INfluent Benzene Concentration CZ Pressurization
CZ Depressurization UWBZ Pressurization
UWBZ Depressurization LS7 Pressurization
~ - 1 87 Depressurization
200,000 ;
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§
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Date

Integrity — Service — Excellence

Benzene
concentrations
have fluctuated
during pressure
cycling

ED_005025_00003501-00027



Benzene
concentrations
have declined

{PWRT Bepressuriiation

10000

B.O0G

Liguid Concentration [ag/fi]
R
o
=

2,000

9718 1477 13727 3415 446

5 5 943 123 12412 1731
Date

o
%

Integrity — Service — Excellence
ED_005025_00003501-00028



Integrity — Service — Excellence

ED_005025_00003501-00029



100 to 500 pg/L was set as the goal for SEE in the interior as the
concentration range where natural attenuation can complete complete
degradation within the remedy timeframe (20 years post ROD)

Groundwater concentrations above 500 pg/L expected to remain at TTZ
perimeters because of known contamination outside of TTZ.

Contribution from perimeter likely enhanced by elevated temperatures
(increased dissolution and solubility)

Groundwater concentrations may also be above 500 ug/L in some areas of
TTZ interior because of contribution from perimeter groundwater (i.e.,
extracted groundwater at interior MPE wells originates as a combination of
condensed steam and perimeter groundwater that has been pulled to the
interior)

Concentrations above 500 ug/L (as high as 5,500 ug/L in RD/RAWP model)
in the TTZ can be addressed through EBR

m Depletion of LNAPL in TTZ interior leaves mainly dissolved phase BETX

# Sulfate injected at perimeter will migrate and contribute to reductions in TTZ interior
2 EBR treatment of perimeters will reduce further perimeter contributions to TTZ interior
2 Additional sulfate can be injected in TTZ if necessar
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Pressure » (CZ:Currently in the fourth pressurization/depressurization cycle
Cycling Status * UWBZ: Currently in the sixth pressurization/depressurization cycle
* |SZ: Currently in the sixth pressurization/depressurization cycle

Benzene » Qverall decline in dissolved phase benzene concentrations but reaching
Concentrations asymptotic level — perimeter contribution

ED_005025_00003501-00035



@ Primary transition criteria

@ Target temperatures within TTZs and steam breakthrough in interior
wells has been achieved

@ Total mass removal is <20% and approaching target of 10% of peak
m Coordinated pressure cycle ongoing (all zones simultaneously) —
will help quantify status for enhance volatilization
® Additional sampling ongoing:
» Continue ~weekly jar test results
> Collect groundwater samples in the LSZ in week of 14 Dec
» Collect groundwater samples in the UWBZ & CZ late Dec/early Jan

> Jan — Review and discuss latest data (BCT call 21 January, will
organize earlier meeting to discuss shutdown if warranted)

> Shutdown of steam — mid-Jan (pending further results)

m Sample planning is dynamic in response to results received at
each round. Changes are likely.
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